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AutoCAD SHX Text
1. TOPSOIL SHALL BE "STRIPPED" AND STOCKPILED. TOPSOIL SHALL BE USED TO ACHIEVE THE LAST 4"-6" OF FINISHED GRADE AS FINAL GRADING OPERATIONS PROGRESS. SEE SPECIFICATIONS.   TOPSOIL SHALL BE "STRIPPED" AND STOCKPILED. TOPSOIL SHALL BE USED TO ACHIEVE THE LAST 4"-6" OF FINISHED GRADE AS FINAL GRADING OPERATIONS PROGRESS. SEE SPECIFICATIONS.   2. CONTOURS & FINISHED SPOT ELEVATIONS REPRESENT FINISHED GRADE, TOP OF CONCRETE, PAVEMENT, GRASSED AREAS, ETC.  CONTOURS & FINISHED SPOT ELEVATIONS REPRESENT FINISHED GRADE, TOP OF CONCRETE, PAVEMENT, GRASSED AREAS, ETC.  3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS NOT PREVIOUSLY OBTAINED BY THE OWNER TO CONSTRUCT THIS PROJECT AS GOVERNED BY STATE & LOCAL THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS NOT PREVIOUSLY OBTAINED BY THE OWNER TO CONSTRUCT THIS PROJECT AS GOVERNED BY STATE & LOCAL AGENCIES, PRIOR TO STARTING CONSTRUCTION.  4. EARTH EXCAVATION AND/OR EMBANKMENT SHALL BE PERFORMED IN ACCORDANCE WITH THE SPECIFICATIONS. EARTH EXCAVATION AND/OR EMBANKMENT SHALL BE PERFORMED IN ACCORDANCE WITH THE SPECIFICATIONS. 

AutoCAD SHX Text
1. THE CONTRACTOR SHALL EMPLOY THE SERVICES OF A PROFESSIONAL SURVEYOR REGISTERED IN THE STATE OF FLORIDA TO ESTABLISH RIGHT-OF-WAY LINES, EASEMENTS, BASELINES, THE CONTRACTOR SHALL EMPLOY THE SERVICES OF A PROFESSIONAL SURVEYOR REGISTERED IN THE STATE OF FLORIDA TO ESTABLISH RIGHT-OF-WAY LINES, EASEMENTS, BASELINES, BENCHMARKS AND STATIONING AS REQUIRED TO CONSTRUCT THIS PROJECT. 2. THE CONTRACTOR IS RESPONSIBLE FOR STAKING THE RIGHT-OF-WAYS, EASEMENT LIMITS, AND CENTERLINE OF THE PIPE PRIOR TO CONSTRUCTION.  THE CONTRACTOR IS RESPONSIBLE FOR STAKING THE RIGHT-OF-WAYS, EASEMENT LIMITS, AND CENTERLINE OF THE PIPE PRIOR TO CONSTRUCTION.  3. ANY PUBLIC LAND CORNER, PROPERTY OR BENCHMARK WITHIN THE LIMITS OF CONSTRUCTION SHALL BE PROTECTED.  IF A CORNER MONUMENT OR BENCHMARK IS IN DANGER OF BEING ANY PUBLIC LAND CORNER, PROPERTY OR BENCHMARK WITHIN THE LIMITS OF CONSTRUCTION SHALL BE PROTECTED.  IF A CORNER MONUMENT OR BENCHMARK IS IN DANGER OF BEING DESTROYED, THE CONTRACTOR SHALL NOTIFY THE OWNER'S REPRESENTATIVE IMMEDIATELY. ANY CORNER MONUMENT OR BENCHMARK DESTROYED OR DISTURBED SHALL BE RESET AND CERTIFIED BY A PROFESSIONAL SURVEYOR AND MAPPER REGISTERED IN THE STATE OF FLORIDA AT THE CONTRACTOR'S EXPENSE.

AutoCAD SHX Text
1. THE CONTRACTOR SHALL MAKE ALL REQUIRED FIELD MEASUREMENTS TO VERIFY EXISTING AND CONTRACT INTERFACE DIMENSIONS, LOCATIONS, AND OTHER CONDITIONS. THE CONTRACTOR SHALL MAKE ALL REQUIRED FIELD MEASUREMENTS TO VERIFY EXISTING AND CONTRACT INTERFACE DIMENSIONS, LOCATIONS, AND OTHER CONDITIONS. 2. MOUNT ALL INSTRUMENTS TO RIGID PVC SHEET (MINIMUM 3/4-INCH). ALL SWITCHES, VALVES, INSTRUMENT DISPLAYS, GRAB SAMPLE TAPS TO BE MOUNTED NO HIGHER THAN 5-FT ABOVE GRADE. MOUNT ALL INSTRUMENTS TO RIGID PVC SHEET (MINIMUM 3/4-INCH). ALL SWITCHES, VALVES, INSTRUMENT DISPLAYS, GRAB SAMPLE TAPS TO BE MOUNTED NO HIGHER THAN 5-FT ABOVE GRADE. 3. PROVIDE ELECTRICAL WIRING, SIGNAL WIRING, CONDUITS, GROUNDING, LIGHTNING PROTECTION AND SURGE PROTECTION AS REQUIRED.  PROVIDE ELECTRICAL WIRING, SIGNAL WIRING, CONDUITS, GROUNDING, LIGHTNING PROTECTION AND SURGE PROTECTION AS REQUIRED.  4. ALL SUPPORTS AND FASTENERS TO BE STAINLESS STEEL.  ALL SUPPORTS AND FASTENERS TO BE STAINLESS STEEL.  5. CONFIRM AND PROVIDE THE PIPE SIZE, PRESSURE GAUGES, VALVES, FLOW METERS, AND ANY SPECIAL SYSTEM REQUIREMENTS WITH INSTRUMENT MANUFACTURER / SUPPLIER.   CONFIRM AND PROVIDE THE PIPE SIZE, PRESSURE GAUGES, VALVES, FLOW METERS, AND ANY SPECIAL SYSTEM REQUIREMENTS WITH INSTRUMENT MANUFACTURER / SUPPLIER.   6. COORDINATE FLOW METER AND PRESSURE GAUGE SCALES WITH ASSOCIATED SAMPLE LINE INCLUDING TRANSFER PUMPING AND/OR PRESSURE REGULATOR.  COORDINATE FLOW METER AND PRESSURE GAUGE SCALES WITH ASSOCIATED SAMPLE LINE INCLUDING TRANSFER PUMPING AND/OR PRESSURE REGULATOR.  7. SAMPLE LINES REDUCED AS REQUIRED TO CONNECT TO ANALYZER PANEL.  SAMPLE LINES REDUCED AS REQUIRED TO CONNECT TO ANALYZER PANEL.  8. FLOW THROUGH ADAPTOR FOR PROBE INSERTION AND PRESSURE REGULATION TO ALL ANALYZERS TO FOLLOW MANUFACTURER GUIDELINES.  FLOW THROUGH ADAPTOR FOR PROBE INSERTION AND PRESSURE REGULATION TO ALL ANALYZERS TO FOLLOW MANUFACTURER GUIDELINES.  9. PROVIDE FLOW REGULATORS AND CLEAR PVC DRAIN TUBING FOR FLOW THROUGH TYPE ANALYZERS.  PROVIDE FLOW REGULATORS AND CLEAR PVC DRAIN TUBING FOR FLOW THROUGH TYPE ANALYZERS.  10. PROTECT GAUGES AND INSTRUMENTS WHILE PRESSURE TESTING THE SAMPLE PIPING SYSTEM.  PROTECT GAUGES AND INSTRUMENTS WHILE PRESSURE TESTING THE SAMPLE PIPING SYSTEM.  11. PRESSURE GAUGES NEEDLE TO BE AT 12:00 UNDER NORMAL OPERATING CONDITIONS.  PRESSURE GAUGES NEEDLE TO BE AT 12:00 UNDER NORMAL OPERATING CONDITIONS.  12. PROVIDE UNIONS OR COMPRESSION TYPE FITTINGS TO ALLOW EASY ANALYZER MAINTENANCE AND REMOVAL.  PROVIDE UNIONS OR COMPRESSION TYPE FITTINGS TO ALLOW EASY ANALYZER MAINTENANCE AND REMOVAL.  13. SAMPLE STATION SAMPLE AND DRAIN LINE ROUTINGS ARE SHOWN AS TYPICAL.  SAMPLE STATION SAMPLE AND DRAIN LINE ROUTINGS ARE SHOWN AS TYPICAL.  14. COORDINATE INSTRUMENTATION EQUIPMENT INSTALLATION WITH PRE-FABRICATED ENCLOSURE EQUIPMENT SUCH AS VENTILATION FAN, A/C, LIGHT SWITCHES, ETC.  COORDINATE INSTRUMENTATION EQUIPMENT INSTALLATION WITH PRE-FABRICATED ENCLOSURE EQUIPMENT SUCH AS VENTILATION FAN, A/C, LIGHT SWITCHES, ETC.  15. PROVIDE PLASTIC NAMEPLATES WITH BLACK BACKGROUND AND 1-INCH HIGH ENGRAVED WHITE LETTERING. MECHANICALLY FASTEN NAMEPLATES WITH STAINLESS STEEL HARDWARE. ADHESIVE IS PROVIDE PLASTIC NAMEPLATES WITH BLACK BACKGROUND AND 1-INCH HIGH ENGRAVED WHITE LETTERING. MECHANICALLY FASTEN NAMEPLATES WITH STAINLESS STEEL HARDWARE. ADHESIVE IS NOT ACCEPTABLE.  16. GROUND METALLIC SAMPLE LINE TUBING TO EARTH GROUND.GROUND METALLIC SAMPLE LINE TUBING TO EARTH GROUND.

AutoCAD SHX Text
1. PELICAN BAY PANEL IS LOCATED WITHIN FLOOD ZONE AE, HAVING A BASE FLOOD ELEVATION OF 10.0 FT (NAVD88) PER THE FEDERAL EMERGENCY MANAGEMENT AGENCY FLOOD INSURANCE RATE PELICAN BAY PANEL IS LOCATED WITHIN FLOOD ZONE AE, HAVING A BASE FLOOD ELEVATION OF 10.0 FT (NAVD88) PER THE FEDERAL EMERGENCY MANAGEMENT AGENCY FLOOD INSURANCE RATE MAP #12021C0383H, DATED MAY 16, 2012.  2. BOYNE SOUTH PANEL IS LOCATED WITHIN FLOOD ZONE AE, HAVING A BASE FLOOD ELEVATION OF 6.0 FT (NAVD88) PER THE FEDERAL EMERGENCY MANAGEMENT AGENCY FLOOD INSURANCE RATE BOYNE SOUTH PANEL IS LOCATED WITHIN FLOOD ZONE AE, HAVING A BASE FLOOD ELEVATION OF 6.0 FT (NAVD88) PER THE FEDERAL EMERGENCY MANAGEMENT AGENCY FLOOD INSURANCE RATE MAP #12021C0620H, DATED MAY 16, 2012. 

AutoCAD SHX Text
1. FULL MAINTENANCE OF TRAFFIC IS REQUIRED AT ALL TIMES. VEHICLES MUST BE ABLE TO ENTER AND EXIT AREA AT ALL TIMES.  FULL MAINTENANCE OF TRAFFIC IS REQUIRED AT ALL TIMES. VEHICLES MUST BE ABLE TO ENTER AND EXIT AREA AT ALL TIMES.  2. COLLIER COUNTY PUBLIC WORKS SHALL BE NOTIFIED 48 HOURS IN ADVANCE OF ALL ROAD CUTS.  COLLIER COUNTY PUBLIC WORKS SHALL BE NOTIFIED 48 HOURS IN ADVANCE OF ALL ROAD CUTS.  3. OPEN ROAD CUTS REQUIRE PRIOR APPROVAL OF THE CITY, COUNTY, STATE, OR ANY OTHER AGENCY WHICH MAY HAVE JURISDICTION. OPEN ROAD CUTS REQUIRE PRIOR APPROVAL OF THE CITY, COUNTY, STATE, OR ANY OTHER AGENCY WHICH MAY HAVE JURISDICTION. 4. ALL AREAS IN EXISTING RIGHT-OF-WAYS DISTURBED BY CONSTRUCTION SHALL BE RESTORED EQUAL TO OR BETTER THAN ORIGINAL CONDITION AND TO THE SATISFACTION OF THE PERMITTING AGENCY.  ALL AREAS IN EXISTING RIGHT-OF-WAYS DISTURBED BY CONSTRUCTION SHALL BE RESTORED EQUAL TO OR BETTER THAN ORIGINAL CONDITION AND TO THE SATISFACTION OF THE PERMITTING AGENCY.  5. THE CONTRACTOR SHALL COMPLY WITH ALL RULES AND REGULATIONS OF THE STATE, COUNTY, OR CITY AUTHORITIES REGARDING CLOSING OR RESTRICTING THE USE OF PUBLIC STREETS OR HIGHWAYS. THE CONTRACTOR SHALL COMPLY WITH ALL RULES AND REGULATIONS OF THE STATE, COUNTY, OR CITY AUTHORITIES REGARDING CLOSING OR RESTRICTING THE USE OF PUBLIC STREETS OR HIGHWAYS. STREETS MUST BE OPENED TO TRAFFIC BY THE END OF THE BUSINESS DAY.  6. TRAFFIC CONTROL ON ALL COUNTY AND STATE HIGHWAY RIGHT-OF-WAYS SHALL MEET THE REQUIREMENTS OF THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (U.S. DOT/FHA) AND TRAFFIC CONTROL ON ALL COUNTY AND STATE HIGHWAY RIGHT-OF-WAYS SHALL MEET THE REQUIREMENTS OF THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (U.S. DOT/FHA) AND REQUIREMENTS OF THE STATE AND ANY OTHER LOCAL AGENCY HAVING JURISDICTION.  7. ROAD RESTORATION IS TO BE PERFORMED AS PER COLLIER COUNTY TRANSPORTATION, FLORIDA DEPARTMENT OF TRANSPORTATION OR OTHER GOVERNING AGENCY HAVING JURISDICTION.  ROAD RESTORATION IS TO BE PERFORMED AS PER COLLIER COUNTY TRANSPORTATION, FLORIDA DEPARTMENT OF TRANSPORTATION OR OTHER GOVERNING AGENCY HAVING JURISDICTION.  8. ALL DISTURBED SWALE OR CANAL GRADES TO BE RESTORED TO THOSE EXISTING PRIOR TO CONSTRUCTION, UNLESS SPECIFIED OTHERWISE.  ALL DISTURBED SWALE OR CANAL GRADES TO BE RESTORED TO THOSE EXISTING PRIOR TO CONSTRUCTION, UNLESS SPECIFIED OTHERWISE.  9. IN THE ABSENCE OF APPLICABLE SPECIFICATIONS THE "FDOT STANDARD SPECIFICATION FOR ROAD AND BRIDGE CONSTRUCTION" LATEST EDITION SHALL BE USED.  IN THE ABSENCE OF APPLICABLE SPECIFICATIONS THE "FDOT STANDARD SPECIFICATION FOR ROAD AND BRIDGE CONSTRUCTION" LATEST EDITION SHALL BE USED.  10. ALL WORK IN STREETS AND HIGHWAYS SHALL BE SUBJECT TO THE REGULATIONS AND REQUIREMENTS OF THE APPROPRIATE AGENCIES. WORK THAT MAY AFFECT TRAFFIC ON ANY COUNTY STREET, ALL WORK IN STREETS AND HIGHWAYS SHALL BE SUBJECT TO THE REGULATIONS AND REQUIREMENTS OF THE APPROPRIATE AGENCIES. WORK THAT MAY AFFECT TRAFFIC ON ANY COUNTY STREET, ROADWAY, BIKE PATH OR SIDEWALK WILL REQUIRE THE PREPARATION AND SUBMITTAL OF A MAINTENANCE OF TRAFFIC (MOT) PLAN TO THE COUNTY TRANSPORATION ENGINEER. THE MOT PLAN MUST BE SUBMITTED BY THE CONTRACTOR ONE (1) WEEK PRIOR TO THE START OF THE PROJECT. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO BE IN FULL COMPLIANCE WITH THAT POLICY WHEN THE ROADWAY IS TO BE CLOSED OR TRAFFIC DETOURED.  11. ALL TRAFFIC CONTROL SIGNS AND DEVICES, BARRICADES, FLASHERS AND SIMILAR DEVICES SHALL BE FURNISHED AND MAINTAINED IN WORKING CONDITION AT ALL TIMES BY THE CONTRACTOR. THE ALL TRAFFIC CONTROL SIGNS AND DEVICES, BARRICADES, FLASHERS AND SIMILAR DEVICES SHALL BE FURNISHED AND MAINTAINED IN WORKING CONDITION AT ALL TIMES BY THE CONTRACTOR. THE CONTRACTOR SHALL PROTECT THE WORK THROUGHOUT ITS LENGTH BY THE ERECTION OF SUITABLE BARRICADES AND HANDRAILS, WHERE REQUIRED THE CONTRACTOR SHALL FURTHER INDICATE THIS WORK AT NIGHT BY THE MAINTENANCE OF SUITABLE LIGHTS OR FLARES, ESPECIALLY ALONG OR ACROSS THROUGHFARES. WHEREVER IT IS NECESSARY TO CROSS A PUBLIC WALK, THEY SHALL PROVIDE A SUITABLE SAFE WALKWAY WITH HAND RAILINGS. THE CONTRACTOR SHALL ALSO COMPLY WITH ALL LAWS OR ORDINANCES COVERING THE PROTECTION OF SUCH WORK AND THE SAFETY MEASURES TO BE EMPLOYED THEREIN. THE CONTRACTOR SHALL CARRY OUT THEIR WORK SO AS NOT TO DENY ACCESS TO PRIVATE PROPERTY. ALL UTILITY ACCESS MANHOLES, VALVES, FIRE HYDRANTS AND LETTER BOXES SHALL BE KEPT ACCESSIBLE AT ALL TIMES. REFER TO SPECIFICATIONS 015526. 12. PAVEMENT MARKINGS DAMAGED DURING THE PROJECT SHALL BE REMOVED AND REPLACED PROMPTLY BY THE CONTRACTOR.   PAVEMENT MARKINGS DAMAGED DURING THE PROJECT SHALL BE REMOVED AND REPLACED PROMPTLY BY THE CONTRACTOR.   

AutoCAD SHX Text
1. IT IS THE INTENT OF THE CONTRACT DRAWINGS TO PRESCRIBE A COMPLETE WORK OR IMPROVEMENT. THE CONTRACT DRAWINGS ARE COMPLEMENTARY, AND REFERENCE TO CONTRACT DOCUMENTS IT IS THE INTENT OF THE CONTRACT DRAWINGS TO PRESCRIBE A COMPLETE WORK OR IMPROVEMENT. THE CONTRACT DRAWINGS ARE COMPLEMENTARY, AND REFERENCE TO CONTRACT DOCUMENTS IS MADE TO DETERMINE HIERARCHY ORDER OF PRECEDENCE OF ALL CONTRACT DOCUMENTS, TO WHICH THE DRAWINGS ARE PART OF. 2. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY LOCATION, SIZE, AND DEPTH OF ALL UTILITIES PRIOR TO CONSTRUCTION.    IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY LOCATION, SIZE, AND DEPTH OF ALL UTILITIES PRIOR TO CONSTRUCTION.    3. THE CONTRACTOR SHALL TAKE ALL NECESSARY MEASURES AND SHALL PROVIDE ALL NECESSARY CONTINUOUS BARRIERS AND/OR STEEL PLATES OF SUFFICIENT TYPE, SIZE AND STRENGTH TO THE CONTRACTOR SHALL TAKE ALL NECESSARY MEASURES AND SHALL PROVIDE ALL NECESSARY CONTINUOUS BARRIERS AND/OR STEEL PLATES OF SUFFICIENT TYPE, SIZE AND STRENGTH TO PREVENT ACCESS TO ALL OPEN EXCAVATIONS AT THE COMPLETION OF EACH DAYS WORK.  4. INTERRUPTION TO WATER AND OTHER EXISTING UTILITIES SHALL BE REQUESTED IN WRITING BY THE CONTRACTOR 3 WORKING DAYS IN ADVANCE OF THE WORK. INTERRUPTION TO WATER AND OTHER EXISTING UTILITIES SHALL BE REQUESTED IN WRITING BY THE CONTRACTOR 3 WORKING DAYS IN ADVANCE OF THE WORK. 5. ALL SIGNAGE, HEADWALLS, GUARD RAILS, GUARD POSTS, FENCES, CURBS, ROADWAYS, SIDEWALKS, LANDSCAPING AND ANY OTHER OBJECTS DISTURBED BY CONTRACTOR ACTIVITIES SHALL BE ALL SIGNAGE, HEADWALLS, GUARD RAILS, GUARD POSTS, FENCES, CURBS, ROADWAYS, SIDEWALKS, LANDSCAPING AND ANY OTHER OBJECTS DISTURBED BY CONTRACTOR ACTIVITIES SHALL BE RETURNED TO PRE-CONSTRUCTION CONDITION AT NO ADDITIONAL COST TO THE OWNER. 6. ALL UTILITY BOXES, FRAMES, GRATES, ETC. DISTURBED BY CONTRACTOR AND NOT TO BE ABANDONED SHALL BE RESET TO THE PROPER GRADE. ALL UTILITY BOXES, FRAMES, GRATES, ETC. DISTURBED BY CONTRACTOR AND NOT TO BE ABANDONED SHALL BE RESET TO THE PROPER GRADE. 7. UNPAVED AREAS DISTURBED BY THE CONTRACTOR SHALL BE CLEARED AND GRUBBED AND RESTORED WITH SOD.  UNPAVED AREAS DISTURBED BY THE CONTRACTOR SHALL BE CLEARED AND GRUBBED AND RESTORED WITH SOD.  8. THE CONTRACTOR SHALL PROVIDE ADVANCE NOTICE TO THE OWNER TO ACCOMPLISH LINE RELOCATIONS AS NECESSARY FOR CONSTRUCTION OF THIS PROJECT. THE CONTRACTOR SHALL PROVIDE ADVANCE NOTICE TO THE OWNER TO ACCOMPLISH LINE RELOCATIONS AS NECESSARY FOR CONSTRUCTION OF THIS PROJECT. 9. ALL CONCRETE AND ASPHALT PAVEMENT SHALL BE SAW-CUT PRIOR TO EXCAVATION. ALL CONCRETE AND ASPHALT PAVEMENT SHALL BE SAW-CUT PRIOR TO EXCAVATION. 10. ALL WORK SHALL BE IN ACCORDANCE WITH THE LATEST APPLICABLE FEDERAL, STATE, AND COLLIER COUNTY STANDARDS. ALL WORK SHALL BE IN ACCORDANCE WITH THE LATEST APPLICABLE FEDERAL, STATE, AND COLLIER COUNTY STANDARDS. 11. MAINTAIN A FLUENT ENGLISH SPEAKING SUPERINTENDENT ON SITE AT ALL TIMES.  MAINTAIN A FLUENT ENGLISH SPEAKING SUPERINTENDENT ON SITE AT ALL TIMES.  12. THE CONTRACTOR SHALL COMPLY WITH THE "TRENCH SAFETY ACT", CHAPTER 90-96, FLORIDA STATUTES.    THE CONTRACTOR SHALL COMPLY WITH THE "TRENCH SAFETY ACT", CHAPTER 90-96, FLORIDA STATUTES.    13. ANY DISCREPANCIES ON THE DRAWINGS SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER BEFORE COMMENCING WORK. NO FIELD CHANGES OR DEVIATION FROM DESIGN ARE TO BE MADE ANY DISCREPANCIES ON THE DRAWINGS SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER BEFORE COMMENCING WORK. NO FIELD CHANGES OR DEVIATION FROM DESIGN ARE TO BE MADE WITHOUT PRIOR WRITTEN APPROVAL BY THE OWNER AND THE ENGINEER. 14. PROVIDE AT LEAST 48 HOURS NOTICE TO AFFECTED UTILITY COMPANIES IN ORDER TO ALLOW THE LOCATION OF THE EXISTING UNDERGROUND UTILITIES IN ADVANCE OF CONSTRUCTION.  PROVIDE AT LEAST 48 HOURS NOTICE TO AFFECTED UTILITY COMPANIES IN ORDER TO ALLOW THE LOCATION OF THE EXISTING UNDERGROUND UTILITIES IN ADVANCE OF CONSTRUCTION.  15. TREES, SHRUBS AND OTHER LANDSCAPING SHALL BE PROTECTED DURING CONSTRUCTION UNLESS SPECIFICALLY INDICATED OTHERWISE. TREES, SHRUBS AND OTHER LANDSCAPING SHALL BE PROTECTED DURING CONSTRUCTION UNLESS SPECIFICALLY INDICATED OTHERWISE. 16. COORDINATE WITH UTILITY OWNER TO PROVIDE SUPPORT FOR UTILITY POLES WHERE CONSTRUCTION MAY CAUSE LOSS OF SUPPORT. COORDINATE WITH UTILITY OWNER TO PROVIDE SUPPORT FOR UTILITY POLES WHERE CONSTRUCTION MAY CAUSE LOSS OF SUPPORT. 17. CONTRACTOR SHALL NOTIFY SUNSHINE STATE ONE CALL SERVICE (811) 48 HOURS PRIOR TO COMMENCING EXCAVATION/TRENCHING. THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY CONTRACTOR SHALL NOTIFY SUNSHINE STATE ONE CALL SERVICE (811) 48 HOURS PRIOR TO COMMENCING EXCAVATION/TRENCHING. THE CONTRACTOR SHALL NOTIFY THE ENGINEER IMMEDIATELY WHEN CONFLICTS BETWEEN THESE DRAWINGS AND ACTUAL FIELD CONDITIONS ARE DISCOVERED. 18. EROSION CONTROL EROSION CONTROL A. EMPLOY EVERY POSSIBLE MEANS TO CONTROL AND PREVENT EROSION AND TRANSPORT OF SEDIMENT MATERIALS TO THE INLETS, SURFACE DRAINS, WETLANDS AND LAKE AREAS. THE EMPLOY EVERY POSSIBLE MEANS TO CONTROL AND PREVENT EROSION AND TRANSPORT OF SEDIMENT MATERIALS TO THE INLETS, SURFACE DRAINS, WETLANDS AND LAKE AREAS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL RESTORATION EFFORTS THAT MAY BE REQUIRED. B. MAINTAIN ALL EROSION CONTROL IN COMPLIANCE WITH THE FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION REQUIREMENTS THROUGHOUT THE DURATION OF THE PROJECT. MAINTAIN ALL EROSION CONTROL IN COMPLIANCE WITH THE FLORIDA DEPARTMENT OF ENVIRONMENTAL PROTECTION REQUIREMENTS THROUGHOUT THE DURATION OF THE PROJECT. C. INSPECT EROSION CONTROL DAILY AND WITHIN 24 HOURS AFTER EACH RAINFALL EVENT OF 1 INCH OR GREATER. ALL NECESSARY MAINTENANCE SHALL BE PERFORMED WITHIN 24 HOURS INSPECT EROSION CONTROL DAILY AND WITHIN 24 HOURS AFTER EACH RAINFALL EVENT OF 1 INCH OR GREATER. ALL NECESSARY MAINTENANCE SHALL BE PERFORMED WITHIN 24 HOURS AFTER INSPECTION.  PREPARE AND MAINTAIN A BEST MANAGEMENT PLAN FOR SEDIMENT AND EROSION CONTROL AND MAINTAIN A COPY ON SITE WITH THE SUPERINTENDENT AT ALL TIMES. 19.  CONTROL ALL FUGITIVE DUST ORIGINATING ON THIS PROJECT BY WATERING OR OTHER METHODS APPROVED. 20. ALL UNIMPROVED AREAS DISTURBED BY CONSTRUCTION ACTIVITIES SHALL BE RESTORED TO PRE-CONSTRUCTION CONDITIONS. THIS SHALL INCLUDE SCARIFYING, GRADING, ROLLING, AND SODDING ALL UNIMPROVED AREAS DISTURBED BY CONSTRUCTION ACTIVITIES SHALL BE RESTORED TO PRE-CONSTRUCTION CONDITIONS. THIS SHALL INCLUDE SCARIFYING, GRADING, ROLLING, AND SODDING OR SEEDING. CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLING AND MAINTAINING TEMPORARY IRRIGATION FACILITIES FOR 6 WEEKS. SOD OR SEEDED AREAS NOT FULLY RESTORED AT THIS TIME SHALL BE RESODDED OR SEEDED AND THE MAINTENANCE PERIOD RESET. 21. THE INFORMATION PROVIDED IN THESE PLANS IS SOLELY TO ASSIST THE CONTRACTOR IN ASSESSING THE NATURE AND EXTENT OF CONDITIONS WHICH WILL BE ENCOUNTERED DURING THE COURSE THE INFORMATION PROVIDED IN THESE PLANS IS SOLELY TO ASSIST THE CONTRACTOR IN ASSESSING THE NATURE AND EXTENT OF CONDITIONS WHICH WILL BE ENCOUNTERED DURING THE COURSE OF THE WORK. THE CONTRACTORS ARE DIRECTED, PRIOR TO CONSTRUCTION TO CONDUCT WHATEVER INVESTIGATIONS THEY DEEM NECESSARY TO ARRIVE AT THEIR OWN CONCLUSIONS REGARDING THE ACTUAL CONDITIONS THAT WILL BE ENCOUNTERED.  22. WORK SHALL BE SCHEDULED FROM 8 A.M. TO 5 P.M. MONDAY THROUGH FRIDAY. NO WORK SHALL BE PERFORMED ON WEEKENDS OR HOLIDAYS OR OUTSIDE OF SPECIFIED HOURS WITHOUT NOTICE WORK SHALL BE SCHEDULED FROM 8 A.M. TO 5 P.M. MONDAY THROUGH FRIDAY. NO WORK SHALL BE PERFORMED ON WEEKENDS OR HOLIDAYS OR OUTSIDE OF SPECIFIED HOURS WITHOUT NOTICE AND WRITTEN AUTHORIZATION FROM THE OWNER. 23. ALL EMPLOYEES MUST HAVE A BADGE ISSUED THROUGH COLLIER COUNTY FACILITIES MANAGEMENT. 
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